Zubehor / Accessories

ZYLINDERSCHALTER ZRS/ZES ZRS: ZYLINDER-REEDSCHALTER ZES: ZYLINDER-INDUKTIVSCHALTER
CYLINDER SENSORS ZRS/ZES ZRS: REED SWITCH ZES: INDUCTIVE SWITCH

"' ;

Spannung ststrom Schutzarf Temperatur- Schalthysterse | Schaltzeit Lebensdauer Schaltaus-
ode ax) Pmax bereich gang
ZR! 3mm o7 _/

5-130
AC-DC

200mA

ZES 5130
AC-DC

200 mA

5-130 200mA
AC-DC

ZES 5§50 200 mA
AC-DC

-
6

T 18 (x25)
R I

Schaltleistung
Pmax
6W

witch power
(resitive)
6W

25 (x25)

IP67 -15 - +70°C

IP67 -15 - +70°C

IP67 -15 - +70°C

P67 -15 - +70°C

@ 40; 50; 63 mm

1-0,03 msec 1

3mm

1-0,03 msec 1

3mm

@32 PL/IPLF/PLS

0,1 msec

0,1 msec

Black / Nero =~/ + OUT

o
,;'l —‘\N\/\,—H— Brown / Marrone QV+i~
Last/ Load
Blue / Blu = OUT
0-/~
E Brown / Marrone @ Vi~

Last / Load

10000X107

Type Voltage Max S protection working switch Hyste- operate Time | life span output
Code current degree temperature resis
o ’ _/

10000X107

Blue / Blu

PNP/NPN

PNP/NPN

SENSOREN / SENSORS

89.999.0007

89.999.0008

89.999.4010

89.999.4005

89.999.0012

Winkel W-2

ZRS-11S 89.999.2010

ZES-22S 89.999.2005

Ausfiihrungen

Leitungskupplung M8x1
Geradlinig mit Kabel 5m/PVC fiir ZRS-2.1
und ZIS-2.1

Leitungskupplung M8x1
90° mit Kabel sm/PVC fiir ZRS-2.1 und
ZIS-2.1

Zylinder-Reedschalter
mit Kabel 5m/PVC vergossen 5-130V,
mit LED

Zylinder-Induktivschalter
Stecker M8x1 U. 30omm Kabel, LED,
10-30V

Schalterbefestigung fiir ZRS und ZES
Sensor
siehe PL-Zubehor

Satz Zylinder-Reedschalter bestehend
aus:

89.999.4010 ZRS-11

89.999.0012 Winkel-W-2

Satz Zylinder-Induktivschalter bestehend
aus:

89.999.4005 ZES-22

89.999.0012 Winkel-W-2

89.999.0007 TZ3150

Winkel W-2

ZES-22S

89.999.0007

89.999.0008

89.999.4010

89.999.4005

89.999.0012

89.999.2010

89.999.2005

Lo oo

Mounting M8x1
straight with cable sm/PVC for ZRS-2.1
und ZIS-2.1

Mounting M8x1
straight with cable sm/PVC for ZRS-2.2
und ZIS-2.2

Cylinder Reed Sensor
cable sm/ PVC flying lead 5-130 V, with
LED

Cylinder Inductive Sensor
plug M8x1 with 30omm wire LED, 10-30 V

Switch Mounting
for ZRS and ZES sensor refer to PL-
Accessories

SetCylinder Reed Sensor contents:
89.999.4010 ZRS-11
89.999.0012 Switch-Mounting

SetCylinder Inductive Sensors contents:
89.999.4005 ZES-22

89.999.0012 Switch-Mounting
89.999.0007 TZ3150



KENNGROSSEN / TECHNICAL DATA

Ausfiihrung Kabel 2 Leiter

Spannung UB 5-130 Vac/dc

Laststrom (max. 200 mA
Bei 25°

Schaltlei g 6W

(max.) P

Max Restspannung 3V
o

e seblamer

Abfallzeit 0,3 ms Max.

Flexible Ausfiihrung +5... +60°C
Starre Ausfiihrung -15... +75°C
PVC grau CEl 2022 11 O.R.

Kabel No
nung (Uo

36007 m
AuBendurchmesser

Min. Verlegeradius 20 mm

300V

2
Spannung UB 10-30 V/dc
Laststrom (max 200 MA
Bei 25°
Schaltl g 4W
(max.) P
Max Restspannung 0,7V

= ge“)/amber

Schaltzeit 0,1 msec.

Abfallzeit 0,1 msec.

ration 10-2,000 50G
Hz (G Max.)

Lebensdauer (24' 101
10mA)

Flexible Ausfiihrung R SRILTS
Starre Ausfiihrung -15... +70°C
T ———

300V

ng

s6r0.07mm
AuB3endurchmesser 2,7mm

Min. Verlegeradius 20mm

Elektrischer Magnetschalter PNP Technische Daten

Reed-Schalter technische Daten Proximity reed switch Technical data

voltage range UB 5-130 Vac/dc

current at 25°C 200 mA

max switch power 6W
(resistive load)

max. voltage drop 3V
contact type N.O.

output status LED yellow/amber
indicat

insulation resistance »1GQ

10.000.000

(fixing screw)

PVC grey CEl 2022 11 O.R.

cable nom. voltage 300V
(Uo

stranding 36x0.07 mm?

outer diameter
min. curve radius 20 mm

voltage range UB 10-30 V/dc

max. current at 25°C 200 mA

contact type PNP

ut status LED vellow/amber
ndicator

operate time 0,1 msec.
decay time 0,1 msec.

electric life (24Vdc 10t
10mA)

protection degree P67

s
+5... +60°C
PVC grey CEl 2022 11 O.R.

300V

36x0.07mm?

outer diameter 2,7mm
min. curve radius 20mm



